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AMENITY LUMINAIRES 
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220 SYSTEMPARK200 KONOS - GLOBUS 

248 SQUARE 270 STAR PARK
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AMENITY LUMINAIRES 

STREET LIGHTING 

OUTDOOR MULTI USE FLOODLIGHTS 
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262 SQUARE BAR 264 SQUARE WING 266 SQUARE CUT 268 SQUARE SHELL

284 KYRO

252 SQUARE

INDICE_e_NOTE_SBPUL.indd   3 31-05-2010   12:12:23



RECESSED INGROUND FITTINGS 

WALL MOUNT LUMINAIRES WITH LIGHT EFFECTS

HIGH POWERED FLOODLIGHTS FOR SPORT AREAS 

LUMINAIRES FOR TUNNELS LIGHTING
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INDEX

310 ESPERIA 318 ESPERIA HID302 ESPERIA 01-02-03

134 SKYS126 RAY 142 LASER118 HORO

56 CRICKET 40

40 CRICKET 26
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EXTERIOR LANDSCAPING FLOODLIGHTS 

FLOODLIGHTS FOR SHOPS AND COMMERCIAL AREAS 

SUBMERSION LUMINAIRES FOR POOLS AND FOUNTAIN 

SUSPENDED LUMINAIRES FOR COMMERCIAL AREAS 
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SBP URBAN LIGHTING

296 SKYLUM

74 TYCO 10 82 TYCO 11

90 TYCO 20

102 UWF
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CRICKET 25 is a range of recessed in-
ground uplighters designed to take 
the load and impact from pedestrians 
and motor vehicles, suitable for 26W 
compact fluorescent to 150W HID lamps. 
A development derived from more than 
ten years experience and over 100,000 
in-ground uplighters installed by SBP 
world wide.
CRICKET 25 has a contemporary square 
design with a wide range of optics 
and accessories providing a flexible 
high performance fitting suitable for 
creating dramatic effects on historical 
and modern buildings, highlighting 
architectural features, illuminating walls / 
façades, and public area lighting.

CRICKET 25
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CRICKET 25
design Silvia Paola Pennacchio
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CRICKET 25 contemporary square designed IP67 in-
ground uplighters manufactured from high quality 
corrosion resistant materials and high quality finishing 
makes them suitable for indoor and outdoor use in a 
variety of installations from harsh ambient conditions 
to the most prestigious of projects.
CRICKET 25 is available with three cover frame options:
CRICKET 25 - Frameless with stainless steel corner 
fixings,
CRICKET 25/I (04) - Stainless steel frame, 
CRICKET 25/AL (94) - Aluminium frame.
CRICKET 25 features:
- adjustable reflector optics; Asymmetrical (-5º to -15º) 

or Circular (0° to -10°)
- variety of light sources from compact fluorescent to 

150W HID
- low surface temperature on glass
- high quality corrosion resistant materials and finishing
- robust design for reliability and longevity
- easy installation
- high lighting performance in a compact design
- contemporary square design compliments other 

products within the CRICKET range. 

CRICKET 25
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SPECIFICATION:
Technopolymer body and outer recessing enclosure 
provides high corrosion resistance and stability in 
variable ambient temperatures.
Toughened “safety” glass, IK10 - 24J.
Anti-ageing silicone gasket.
Cricket 25; Frameless with AISI 316 stainless steel 
corner fixing clamps.
Cricket 25/AL-94; Aluminium frame finished.
Cricket 25/I-04; AISI 316 stainless steel frame 
suitable for installation in marine environment.
Reflectors in high purity aluminium anodised and 
polished with adjustable optics; Asymmetrical (-5° 
to -15°) or Circular (0° to -10°).
M20x1.5 cable gland for Ø7 to 12mm cables.
2x2.5mm2 automatic isolating terminal interrupts 
supply on opening fitting to provide extra safety.
Stainless steel external fixings.

VEHICLE IMPACT RESISTANT
CRICKET 25 in-ground fittings suitable for soil and 
/ or concrete installation, designed to take the load 
and impact from pedestrians and motor vehicles. 
When correctly installed into concrete they are 
designed to withstand a maximum static load of 
3000Kg or a maximum travelling load, by motor 
vehicles with pneumatic tyres, of 12000Kg gross 
weight at a maximum speed of 30Km/h. If installed 
into soil they are suitable for impact from passing 
light vehicles (max 300Kg).

SBP URBAN LIGHTING
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INSTALLATION
Cricket 25 IP67 recessed in-ground fittings 
may be subjected to heavy load and impact 
from pedestrians and motor vehicles during 
use. For optimum performance and safety it is 
important that they are correctly installed by a 
suitable qualified person, in strict accordance 
with the manufacturer’s installation 
instructions
- Allow for good water drainage
- Use H07RN-F 2x1.5 mm2 /7-12mm cables only 
(see accessory A0235).

- The fittings must not be located in a hollow or 
submerged underwater.

- When installing fittings within public access 
it is advisable to be aware of the glass 
temperatures indicated (Tmax °C - 230V) and 
confirm measurements at rated voltage are in 
accordance with national and local standards.

Cricket 25 fittings are suitable for through 
wiring connection using A0323 accessory with 
H07RN-F 2x1.5mm2 cable (max 54N°. 26W, 
33N°. 42W, 18N°. 70W or 9N°. 150W fittings on 
a maximum distance of 100m).

CRICKET 25 – Frameless version with stainless 
steel corner fixings blends into the ground 
for a smooth flush mounting with no surface 
protrusion. Ideal for installation in marine type 
environments.
CRICKET 25/AL (94) and CRICKET 25/I (04) 
versions are complete with a glass cover 
retaining frame in die-cast aluminium finished 
or AISI 316 stainless steel. The cover frames 
are particularly useful for covering any 
imperfections in the surrounding surface in 
which fitting is located.
CRICKET 25/I (04) stainless steel version suitable 
for harsh ambient conditions and marine type 
environments.
CRICKET 25 is a smaller version of the CRICKET 
40 in-ground uplighters, providing a family of 
products that can be used together in aesthetic 
harmony. 

CRICKET 25
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