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2023 marks another important milestone on our path, with PERFORMANCE iN 
LIGHTING joining the GEWISS group, a point of reference in the international market 
for home & building automation solutions and services, energy protection and 
distribution, electrical mobility, and smart lighting.
This new project will allow us to further expand reciprocal skills, confirming the 
path of growth begun by PERFORMANCE iN LIGHTING in 2017 when all the 
products, PRISMA, SBP, and SPITTLER, were brought together under a single brand, 
which has now become PERFORMANCE iN LIGHTING | powered by GEWISS. 
This decision confirms our desire to constantly take on new challenges, 
offering innovative, technological, and reliable solutions in order to always 
meet the needs of our clients in an increasingly more complete way. Our 
history is forged on the determination to accept no compromise. In fact, 
PERFORMANCE iN LIGHTING products have always combined reliability with 
aesthetics and pleasing design with performance, characterising the history of 
technical lighting. Our path now confirms, even more vigorously, our perpetual 
enthusiasm for innovation which has led the group to become a solid global point 
of reference in the world of design and architecture. We trust that your faith in us 
remains unwavering, as it is a source of constant motivation that projects us towards 
the new challenges the world demands of us.



EVERGREEN

For more than 40 years our mission has been to design and produce long lasting lighting 
products, with timeless design and made of materials that maximize recyclability.
We guarantee the continuity of our products over the years with the continuous availability of 
spare parts. This has allowed us to extend the life cycle of our products from manufacturing 
to the end of their life, thus reducing waste released into the environment. We are firmly 
opposed to the phenomenon of planned obsolescence. Preferably, and whenever possible, 
we use completely recyclable raw materials such as glass, aluminium and high quality techno-
polymers.

Each product has a life cycle in our catalogue as well; in this edition many new products are 
added and some fixtures or some product versions are removed despite being still current 
and available on request.
These are products that we have named EVERGREEN and for which we want to create a new 
showcase on our site you where you will find with single codes at very advantageous prices.
These products ensure you always find the design solution you are looking for, at the best 
price for the customer who is not looking for novelty, but who focuses on the economy, 
convenience and durability of products.
This is another way to help the environment together.
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NV414 LED

10
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NV414 LED SPOT REFLECTOR IP 44 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 27 3000 C/I 2x8° 2770 q 8414151253380

LED 25 4000 C/2x6-10° 2x8 2380 T 8414151253410

LED 25 3000 C/2x6-10° 2x8 2170 T 8414151253310

LED 18 3000 C/2x0-5° 2x5 1170 T 8414151183310

LED 18 4000 C/2x0-5° 2x5 1250 T 8414151183410

NV414 LED MEDIUM REFLECTOR IP 44 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 27 3000 C/M 2x15° 2740 q 8414161253380

LED 25 4000 C/2x11-20° 2x15° 2350 T 8414161253410

LED 25 3000 C/2x11-20° 2x15° 2150 T 8414161253310

LED 18 4000 C/2x11-20° 2x14° 1250 T 8414161183410

NV414 LED WIDE FLOOD REFLECTOR IP 44 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 27 3000 C/MW 2x33° 2810 q 8414171253380

LED 25 4000 C/2x31-40° 2x33° 2410 T 8414171253410

LED 25 3000 C/2x31-40° 2x33° 2200 T 8414171253310

LED 18 3000 C/2x31-40° 2x33° 1200 T 8414171183310

LED 18 4000 C/2x31-40° 2x33° 1280 T 8414171183410

LED 18 3000 C/2x31-40° 2x33° 1200 T 8414171186310

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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NV417 LED
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NV417 LED SPOT REFLECTOR IP 44 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 35 4000 C/I 2x6° 3860 q 8417151323480

LED 33 4000 C/2x6°-10° 2x6° 3170 T 8417151323410

NV417 LED MEDIUM REFLECTOR IP 20 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 40 4000 C/M 2x16° 4600 q 8417161463480

LED 38 4000 C/2x11-20° 2x16° 3790 T 8417161463410

LED 38 3000 C/2x11-20° 2x16° 3460 T 8417161463310

LED 35 3000 C/M 2x16° 3720 q 8417161323380

LED 35 4000 C/M 2x16° 3870 q 8417161323480

LED 33 4000 C/2x11-20° 2x16° 3190 T 8417161323410

NV417 LED WIDE FLOOD REFLECTOR IP 44 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 40 4000 C/MW 2x35° 4590 q 8417171463480

LED 40 3000 C/MW 2x35° 4410 q 8417171463380

LED 38 4000 C/2x21-30° 2x35° 3790 T 8417171463410

LED 38 3000 C/2x31-40° 2x35° 3460 T 8417171463310

LED 35 4000 C/MW 2x35° 3860 q 8417171323480

LED 33 3000 C/2x31-40° 2x35° 2910 T 8417171323310

LED 33 4000 C/2x31-40° 2x35° 3190 T 8417171323410

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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PLATO

MANGO+185

PLATO PLUS
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PLATO 173MM IP 40
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED

- - 3000 - - 840 21-01203

MANGO+185 IP 20 - IK07 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED 220-240 V 50/60 Hz

LED 14,5 4000 C/EW 2x50° 1526 3100186

LED 14,5 3000 C/EW 2x50° 1409 3100184

LED 10 3000 C/EW 2x50° 1109 3100183

PLATO PLUS 120 IP 20 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 5 4000 S/EW - 369 T 21-01301

PLATO PLUS 150 IP 20 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 9 3000 S/EW - 558 T 21-01302

LED 9 4000 S/EW - 681 T 21-01303

PLATO PLUS 175 DIM IP 20 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 12 3000 S/EW - 796 T 21-01304

PLATO PLUS 200 DIM IP 20 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 15 4000 S/EW - 1218 T 21-01307

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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FL ROUND 333 EB
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FL300/600/625 PL LED
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FL300PL LED OPAL COVER CORONA IP 20 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 23 4000 S/B 2x55°/55° 2560 T 8300491233400

FL625PL LED DIAMOND COVER CORONA IP 20 - IK05 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 40 4000 S/B 2x47°/50° 4490 y 8625461406400

FL ROUND 333 EB OP IP 20 - IK06 - 650 °C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED 220-240 V 50/60 Hz

LED 11 4000 S/A - 1290 8333591123410

DLSB185 LED OPAL COVER - 95 MM IP 54 - IK07 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 24 4000k C/W 2x46/46 2050 818712434003

SLAM LED 125 75° IP 44 - IK06 - 850°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 9-10,8 4000 S/EW - 495 T 301683

LED 9-10,8 3000 S/EW - 493 T 301685

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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AS448 LED
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AS448 LED SPOT REFLECTOR IP 20 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 38 4000 C/2x6-10° 2x6 3380 T 8448453463410

LED 35 3000 C/I 2x6° 3140 q 8448453323380

LED 33 4000 C/2x6-10° 2x6° 2690 T 8448453323410

LED 33 3000 C/2x6-10° 2x6° 2460 T 8448453323310

AS448 LED MEDIUM REFLECTOR IP 20 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 38 4000 C/2x11-20° 2x16° 3540 T 8448463463410

LED 35 4000 C/M 2x16° 3420 q 8448463323480

LED 33 4000 C/2x11-20° 2x16° 2820 T 8448463323410

LED 33 3000 C/2x11-20° 2x16° 2570 T 8448463323310

AS448 LED FLOOD REFLECTOR IP 20 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 38 4000 C/2x21-30° 2x27° 3650 T 8448473463410

LED 38 3000 C/2x21-30° 2x27° 3330 T 8448473463310

LED 33 4000 C/2x21-30° 2x27° 2900 T 8448473323410

LED 33 3000 C/2x21-30° 2x27° 2650 T 8448473323310

AS442 LED SPOT REFLECTOR IP 20 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 25 4000 C/2x6-10° 2x8° 2240 T 8442453253410

AS442 LED MEDIUM REFLECTOR IP 20 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 27 4000 C/M 2x15° 2720 q 8442463253480

LED 27 3000 C/M 2x15° 2610 q 8442463256380

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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PLATO 1200

PLATO SQUARE

PLATO SQUARE 600/625

FL600/625 EL MEDICUS LED
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PLATO 1200X300 IP 20 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 34 3000 S/EW - 3368 W 306703

PLATO SQUARE IP 20 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 36 3000 S/EW - 3603 T 19-02503

PLATO SQUARE 600 IP40 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED 220-240 V 50/60 Hz

LED 35 4000 S/EW - 2913 y 3104152

LED 35 3000 S/EW - 2913 y 3101992

PLATO SQUARE 625 IP 20 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 35 3000 S/EW - 4730 T 306007

FL625EL LED MEDICUS OPAL COVER IP 20 - IK05 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 27 3000 S/A 2x57°/57° 2530 y 8628891273300

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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FLSB600EL LED

AMIGO ZILED
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FLSB600EL LED OPAL COVER IK05 0.70J xx3 - 650 °
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED
27
36
46

4000 - 2x56°/57°
3080
3900
4950

W 86004011

LED
27
36
46

4000 - 2x56°/57°
2880
3840
4640

W 86003011

AMIGO ZILED IP 20
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED

LED 55 3000 - - 4100 19-01802

KA42EB LED SPOT REFLECTOR IP 20 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 38 4000k C/2x6-10° 2x6 3380 T 8423051463410

LED 38 3000k C/2x6-10° 2x6 3090 T 8423051463310

LED 33 3000k C/2x6-10° 2x6 2610 T 8423051323310

KA42EB LED FLOOD REFLECTOR IP 20 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 38 4000k C/2x31-40° 2x35 3860 T 8423071463410

LED 38 3000k C/2x31-40° 2x35 3860 T 8423071463310

KA42EB LED MEDIUM REFLECTOR IP 20 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 38 3000k C/2x11-20° 2x14 3130 T 8423061463310

LED 38 4000k C/2x11-20° 2x14 3430 T 8423061463410

LED 33 4000k C/2x11-20° 2x14 2910 T 8423061323410

LED 33 3000k C/2x11-20° 2x14 2650 T 8423061323310

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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FL300/315/600/625EL LED

SL720AB ROUND LED
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FL300EL LED RECTANGULAR OPAL COVER IP 20 - IK06 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 33 4000 S/A 2x57°/57° 3650 T 8307891333400

LED 25 4000 S/A 2x57°/57° 2820 T 8307891253400

FL625EL LED RECTANGULAR OPAL COVER IP 20 - IK06 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

LED 61 4000 S/A 2x57°/57° 7290 T 8627891616400

LED 49 3000 S/A 2x57°/57° 5510 T 8627891496300

SL720AB ROUND LED MICROPRISMATIC S IP 20 - IK05 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 26 4000 S/A 2x46° 2350 C 8720661263434

LED 12 4000 S/A 2x46° 1120 y 8720661123414

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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SL713PL LED
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SL713PL LED MICROPRISMATIC COVER D/I IP 20 - IK05 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 49,7 4000 S/C 2x45/45 6400 T 8713461503410

Power LED - dimmable DALI - 220-240 V / 50-60 Hz

LED 58 4000 S/C 2x45/45 7350 T 8713461586410

LED 49,7 4000 S/C 2x45/45 6400 o 8713461506480

FL ROUND 333 PL OP IP 20 - IK06 - 650 °C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - dimmable DALI 220-240 V 50/60 Hz

LED 11 4000 S/A - 1290 8333291126410

FL ROUND 333 PL MP CORONA IP 20 - IK06 - 650 °C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED 220-240 V 50/60 Hz

LED 11 3000 S/B - 1240 8333461123310

SL630 AB PRISM IK05 0.70J xx3 - 650 °
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz

LED 49 4000 S/A 2x37°/46° 9400 W 8630661618410

SL720PL ROUND LED MICROPRISMATIC M IP 20 - IK05 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 34 4000 S/C 2x51°/50° 3700 C 8720461343430

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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SL780 AB L IK05 0.70J xx3 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 169 4000 S/A 2x53° 29080 T 8780691176410

LED 169 3000 S/A 2x53° 27560 T 8780691176310

SL780 PL L IK05 0.70J xx3 - 650 °
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

LED 169 4000 S/C 2x53° 29080 T 8780291176410

LED 169 3000 S/C 2x53° 27560 T 8780291176310

KL375 LED OPAL COVER IK05 0.70J xx3 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 24 4000 S/B 2x57° 3700 T 8375691223404

WL390 LED OPAL COVER IP 20 - IK07 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED - 3000 S/A 2x 57/57 3590 I 8390391383330

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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QUASAR CEILING
100 100

10
0

60

Ø 6

50

Ø 6

LOGO ROUND

LOGO ROUND

ø 150

13
3

150

13
3

LOGO ROUND +
Ø150

83
,5

DROP 20/25
ø 265 105

QUASAR CEILING IP 40 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Halogen

GU10 1x50 - S/EW - - I 700278

GU10 1x50 - S/EW - - L 700279

GU10 1x50 - S/EW - - T 700277

LOGO ROUND 150 PLUS IP 20 - IK10 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 18 4000 S/EW - 996 L 303186

LED 18 3000 S/EW - 942 T 303189

LOGO SQUARE 150 PLUS IP 20 - IK10 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 18 4000 S/EW - 849 L 303194

LOGO ROUND + IP 44 - IK02 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 14 4000 S/EW - 814 I 304459

LED 14 3000 S/EW - 785 I 304461

DROP 25 LED IK08 5J xx5
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Fluorescent- electronic ballast

LED 10 4000 S/EW - 527 T 302962

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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MAGICLICK 50
ø 514

83

19
51

DROP 22/28
ø 228 95

67÷90
41

78 78

65
78120° 120°

ø 276 99

67÷90
54

102 102

84
10

2

120° 120°

MAGICLICK 50 LED IP 65 - IK08
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 43 4000 S/EW - 1673 I 304516

LED 36 3000 S/EW - 1554 L 304568

DROP 22 750° LED IP 55 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 10 4000 S/EW - 518 I 302965

DROP 22 960° IP 55 - IK06 - 960°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x60 - S/EW - - I 004943

E27 1x60 - S/EW - - L 004944

DROP 28 750° LED IP 55 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 13,5 4000 S/EW - 692 I 302977

LED 13,5 4000 S/EW - 692 T 302976

LED 13,5 3000 S/EW - 642 T 302979

LED 10 3000 S/EW - 501 I 303094

LED 10 4000 S/EW - 519 T 303090

DROP 28 960° IP 55 - IK06 - 960°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x100 - S/EW - - I 004952

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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PROMO

POLO+ ZERO

ø 280 103

101 58

80

82 

5

5
PLUS OVALE

PLUS TONDO

22
2

13
9

350

ø 350

15
0

ø 350

15
0

PROMO IP 66 - IK10 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x60 - S/EW - - o 700148

POLO+ ZERO S/EW IP 65 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 6,5 4000 S/EW - 271 L 304546

LED 6,5 4000 S/EW - 271 T 304548

LED 6,5 3000 S/EW - 237 T 304547

PLUS TONDO 350 VISA IP 65 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Discharge - magnetic ballast

E27 1x70 - A/EW - - I 007752

E27 1x70 - A/EW - - T 007749

Mains voltage

E27 1x150 - A/EW - - T 007766

PLUS TONDO 350/G IP 65 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Discharge - magnetic ballast

E27 1x70 - S/EW - - L 007698

Mains voltage

E27 1x150 - S/EW - - T 007763

PLUS OVALE 280 IP 65 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Fluorescent- electronic ballast

G24q-2 1x18 2700 S/EW - - T 057615

Mains voltage

E27 1x100 - S/EW - - T 007615

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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EKO+19
188 126

25
5

18
8

13
6

255

18
8

13
6

255

188 136

25
5

EKO+19 PC IP 66 - IK10
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x60 - S/EW - - T 302085

EKO+19 GRILL PC IP 66 - IK10
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x60 - A/EW - - L 302099

EKO+19 SPLIT PC IP 66 - IK10
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x60 - S/EW - - I 302104

EKO+19/G PC IP 66 - IK10
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x60 - S/EW - - I 302092

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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PACK
151 120

15
1

151 120

21
0

151 120

21
0

151 120

15
1

PACK Q IP 54 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Halogen

G9 1x75 2900 S/EW - - L 300799

G9 1x75 2900 S/EW - - T 300797

Power LED - 220/240 V 50/60 Hz

LED 8 3000 S/EW - 180 L 303464

LED 8 4000 S/EW - 204 T 303480

LED 3 6000 S/EW - 250 I 300801

LED 3 3000 S/EW - 190 I 301912

LED 3 6000 S/EW - 250 L 300802

PACK Q PIR IP 54 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Halogen

G9 1x75 2900 S/EW - - L 300805

Power LED - 220/240 V 50/60 Hz

LED 8 4000 S/EW - 204 T 303596

LED 3 3000 S/EW - 190 T 301914

PACK Q SPLIT IP 54 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 3 6000 S/EW - 250 I 301921

PACK Q SPLIT PIR IP 54 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Halogen

G9 1x75 2900 S/EW - - I 301927

Power LED - 220/240 V 50/60 Hz

LED 3 6000 S/EW - 250 T 301929

LED 3 3000 S/EW - 190 T 301932

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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258 120

15
1

258 120

21
0

258 120

21
0

PACK R IP 55 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 15 4000 S/EW - 401 T 303486

Mains voltage

E27 1x23 - S/EW - - L 300811

PACK R PIR IP 55 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x23 - S/EW - - I 300816

PACK R SPLIT PIR IP 55 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 15 4000 S/EW - 534 T 303614

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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QUASAR
100 100

10
0

50

60

Ø 6 Ø 6

QUASAR 1W IP 44 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Halogen

G9 1x40 - S/EW - - T 700265

QUASAR 1NB+1W IP 44 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Halogen

G9 1x40 - S/EW - - L 700276

G9 1x40 - S/EW - - T 700274

QUASAR 2W IP 44 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Halogen

G9 1x40 - S/EW - - I 700269

G9 1x40 - S/EW - - T 700268

QUASAR 2 NB 90° IP 44 - IK07
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Halogen

G9 1x40 - S/EW - - L 700258

QUASAR 2 NB 180° IP 44 - IK07
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Halogen

G9 1x40 - S/EW - - I 700260

G9 1x40 - S/EW - - L 700261

QUASAR 4W IP 44 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Halogen

G9 1x40 - S/EW - - I 700272

G9 1x40 - S/EW - - L 700273

QUASAR 4NB IP 44 - IK07
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Halogen

G9 1x40 - S/EW - - I 700263

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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27
5

14
2

182

26
0

130 100

BLIZ

KATÀ

26
4

22
9

10
1

14
0

140 107

85 22

101

140

533

14
0

498

10
7

85
22

NIKKO
182

275
142

274 136

18
0

ø 15

70

56

79

BLIZ VISA IP 65 - IK07
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x60 - A/EW - - I 700198

E27 1x60 - A/EW - - L 700199

BLIZ VISA V IP 65 - IK07
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x60 - A/EW - - L 700205

KATÀ 200 IP 54 - IK10 - 960°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Halogen

G9 2x25 2900 S/EW - - L 007052

KATÀ 500 IP 65 - IK10 - 960°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Halogen

G9 3x25 2900 S/EW - - L 007062

NIKKO/G IP 54 - IK06 - 960°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x60 - S/EW - - R 001474

NIKKO VISA IP 54 - IK06 - 960°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x60 - A/EW - - q 001478

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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NIKKO+21/27
148

213
130

148

213
130

182

275
142

182

275
142

27
5

14
2

182

NIKKO+21 LED ES IP 65 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 10 4000 S/EW - 479 T 301409

LED 10 3000 S/EW - 481 T 3014096

NIKKO+21/VV IP 65 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x40 - A/EW - - I 002021

NIKKO+21/VV LED ES IP 65 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 10 4000 A/EW - 233 I 301660

LED 10 4000 A/EW - 233 L 301661

NIKKO+27 IP 65 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Discharge - electronic ballast

G12 1x35 - S/EW - - T 052038

NIKKO+27/G IP 65 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x100 - S/EW - - T 002045

NIKKO+27/G LED ES IP 65 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 13,5 3000 S/EW - 317 T 3016636

NIKKO+27/VV LED ES IP 65 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 13,5 4000 A/EW - 269 T 301667

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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NIKKO+45
423

130
148NIKKO+45 LED DA IP 65 - IK06

LAMPHOLDER LUMINAIRE
WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN

OUTPUT [lm]
COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 15 3000 S/EW - 843 T 303102

NIKKO+45/G LED DA IP 65 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 15 3000 S/EW - 641 T 303106

NIKKO+45/G LED EM/3P IP 65 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 15+1,1 3000 S/EW - 646 I 303131

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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168 104

13
0

237 146

18
2

237 146

18
2

32

237 146

18
2

POLO
POLO/I IP40 - IK06 - 960 °C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED 230 V 50 Hz

LED 4,5 4000 A/EW - 272 o 3104217

LED 4,5 3000 A/EW - 248 o 3104214

LED 4,5 4000 A/EW - 272 R 3104216

LED 4,5 3000 A/EW - 248 R 3104213

POLO 2 IP 44 - IK06 - 960°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x75 - S/EW - - I 007935

E27 1x75 - S/EW - - o 007706

E27 1x75 - S/EW - - R 007705

POLO 2 DETEK IP 44 - IK06 - 960°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x75 - S/EW - - o 007712

POLO 2/I IP 40 - IK06 - 960°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x75 - S/EW - - I 007939

E27 1x75 - S/EW - - R 007713

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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EKO+21/26
ø 241 125

ø 293 119

ø 293 130

EKO+21/G LED ES IP 66 - IK07
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 10 3000 S/EW - 259 T 3016196

EKO+26 PC IP 66 - IK10
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x75 - S/EW - - T 302136

EKO+26 LED ES IP 66 - IK07
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 13,5 4000 S/EW - 641 L 301407

LED 13,5 4000 S/EW - 641 T 301403

EKO+26 LED ES DA IP 66 - IK07
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED
13,5 +
2,2

4000 S/EW - 688 T 301429

EKO+26 LED ES EM/3P DA IP 66 - IK10
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED
13,5 +
2,2

4000 S/EW - 733 T 303022

EKO+26/G PC IP 66 - IK10
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x75 - S/EW - - L 302150

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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EKO 21/26

ø 241 135

ø 241 122

ø 241 135

ø 293 129

ø 293 116

EKO 21 750° IP 44 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x15 - S/EW - - L 300458

EKO 21 GRILL 750° IP 44 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x15 - A/EW - - L 300488

EKO 21/G 750° IP 44 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x15 - S/EW - - L 300473

E27 1x15 - S/EW - - T 300469

EKO 26 960° IP 44 - IK06 - 960°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x23 - S/EW - - o 300375

E27 1x23 - S/EW - - T 300374

EKO 26/G 750° IP 44 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x23 - S/EW - - o 300355

E27 1x23 - S/EW - - T 300354

EKO 26/G 960° IP 44 - IK06 - 960°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x23 - S/EW - - L 300398

E27 1x23 - S/EW - - T 300394

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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CHIP TONDO
248 121

78
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30 84

Ø 15

84

8430

98

288 140

Ø 15

SUPERDELTA OVALE/33

275

15
5

125

CHIP TONDO 25 IP 55 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x21 - S/EW - - I 005744

CHIP TONDO 25 LED ES IP 55 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 9,5 4000 S/EW - 825 I 301423

LED 9,5 3000 S/EW - 720 I 301423

LED 9,5 4000 S/EW - 825 o 301422

LED 9,5 4000 S/EW - 825 T 301421

LED 11,5 4000 S/EW - 712 I 3100162

CHIP TONDO 30 LED ES IP 55 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 13,5 4000 S/EW - 540 o 301426

LED 13,5 3000 S/EW - 472 T 3014246

CHIP TONDO 30 LED ES DA IP 55 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED
13,5 +
1,1

4000 S/EW - 555 T 301555

SUPERDELTA OVALE VISA IP 44 - IK06 - 960°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x40 - A/EW - - o 001709

E27 1x40 - A/EW - - R 001708

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.



31 

CHIP OVALE

260 121

15
7

260 123

15
7

310 140

18
4

310 143

18
4

CHIP OVALE 25 IP 55 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x21 - S/EW - - I 005704

CHIP OVALE 25 960° IP 55 - IK06 - 960°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x21 - S/EW - - T 005698

CHIP OVALE 25 LED ES IP 55 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 6,5 4000 S/EW - 485 I 3100138

LED 6,5 3000 S/EW - 455 I 3100137

LED 10 4000 S/EW - 397 o 301389

LED 10 3000 S/EW - 392 o 3013896

LED 10 4000 S/EW - 397 T 301387

CHIP OVALE 25 GRILL IP 55 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Mains voltage

E27 1x21 - A/EW - - I 005708

CHIP OVALE 25 LED GRILL IP 55 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 10 4000 A/EW - 224 I 301612

LED 10 4000 A/EW - 224 T 301611

Power LED 220-240 V 50/60 Hz

LED 6,5 4000 A/EW - 354 3100144

CHIP OVALE 30 LED ES IP 55 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 13,5 4000 S/EW - 585 I 301401

LED 13,5 4000 S/EW - 585 o 301402

LED 13,5 3000 S/EW - 532 T 3014006

CHIP OVALE 30 LED ES GRILL IP 55 - IK06 - 750°
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 13,5 4000 A/EW - 295 I 301617

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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GRADUS SQUARE
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Recessed fixing kit Guard Grill

Cover 710061 710057

GuarUp/down 
shield

GRADUS SQUARE HP IP 65 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

LED 1,1 6000 S/EW - 35 I 3026545

LED 1,1 6000 S/EW - 35 3026585

LED 1,1 6000 S/EW - 35 T 3026535

LED 1,1 6000 S/EW - 35 L 3026515

GRADUS STEEL SQUARE HP IP 65 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 1,1 6000 S/EW - 280 E 3026585

Optional accessories
DESCRIPTION COLOR PART NUMBER PRONTO

GRADUS STEEL ROUND

Recessed fixing kit Gradus Square 310250

Guard T 710074

Guard I 710075

Guard L 710076

Guard Z 710077

Grill I 710079

Grill Z 710081

Cover T 710082

Cover I 710083

Cover L 710084

Cover Z 710085

Visa mini T 710086

Visa mini I 710087

Visa mini L 710088

Visa mini Z 710089

Visa T 710090

Visa I 710091

Visa L 710092

Visa Z 710093

Wall support T 710094

Wall support I 710095

Wall support L 710096

Wall support Z 710097

GuarUp/down shield T 710098

GuarUp/down shield I 710099

GuarUp/down shield L 710100

GuarUp/down shield Z 710101

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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GRADUS ROUND

ø 140

15

75

ø 138

9

72

Wall support Guard Grill

Cover Visa mini GuarUp/down 
shield

STEEL SQUARE

34
0

46
7

12
7

3

340

454

GRADUS ROUND HP IP 65 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 1,1 3000 S/EW - 33 T 3026395

LED 1,1 6000 S/EW - 40 T 3026435

GRADUS STEEL ROUND HP IP 65 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 1,1 3000 S/EW - 34 E 3026475

LED 1,1 6000 S/EW - 34 E 3026485

Optional accessories
DESCRIPTION COLOR PART NUMBER PRONTO

GRADUS ROUND

Wall support I 710065

Wall support L 710066

Wall support Z 710067

Guard T 710048

Guard I 710049

Guard L 710050

Guard Z 710051

Grill T 710052

Grill I 710053

Grill L 710054

Grill Z 710055

Cover T 710056

Cover I 710057

Cover L 710058

Cover Z 710059

Visa mini T 710060

Visa mini I 710061

Visa mini Z 710063

GuarUp/down shield T 710068

GuarUp/down shield I 710069

GuarUp/down shield L 710070

GuarUp/down shield Z 710071

STEEL SQUARE 34 - 16 LED ELL 10°x45° IP 65 - IK05
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

LED 17,6 3000 ELL 10°x45° 35 I 301508

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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ACRO XS OPALED
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M
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00
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Max Ø 500

Ø 280

ACRO XS OPALED IK08 5J xx5
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH LENGTH [mm] PART NUMBER

Fluorescent - non-rephased magnetic ballast

LED 39 4000 S/W 4400 I 1277 15-00882

ACRO XS OPALED DETEK IK08 5J xx5
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH LENGTH [mm] PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 44 4000 S/W 5500 I 1277 15-00885

ACRO XS OPALED PC IK08 5J xx5
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH LENGTH [mm] PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 35 4000 S/W 4900 I 1277 15-00897

LED 33 4000 S/W 4400 I 1277 15-00894

Power LED - dimmable DALI 220-240 V 50/60 Hz

LED 32 4000 S/W 4600 I 1277 15-00895

Power LED - dimmable DALI 220-240 V 50/60 Hz

LED 45 4000 S/W 5500 I 1577 15-00856

LED 32 4000 S/W 3700 I 1277 15-00855

LAMA KIT (IP 43) IK08 9J xx5
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Fluorescent - non-rephased magnetic ballast

E40 400 4500 S/M - - I 03004394

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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GUELL ZERO
GUELL ZERO S/M IP 66 - IK06 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 20 4000 S/M - 1381 I 06167994

LED 20 4000 S/M - 1381 o 06167780

LED 20 4000 S/M - 1381 W 06167885

GUELL ZERO A/W IP 66 - IK06 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 20 4000 A30/W - 1290 I 06167094

LED 20 4000 A30/W - 1290 o 06166880

LED 20 4000 A30/W - 1290 W 06166985

GUELL ZERO KIT S/M IP 66 - IK06 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 28 4000 S/M - 2572 W 306542

LED 20 4000 S/M - 1381 o 06168580

LED 15 4000 S/M - 855 W 06147585

Power LED 220-240 V 50/60 Hz

LED 28 3000 S/M - 2439 306540

GUELL ZERO DETEK S/M IP 44 - IK06 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 20 4000 S/M - 1381 o 06169780

GUELL ZERO DETEK A/W IP 44 - IK06 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 15 4000 A30/W - 855 I 06120194

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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GUELL 1
GUELL 1 S/W IP 66 - IK07 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 27 4000 S/W - 2773 I 06106094

GUELL 1 A/W IP 66 - IK07 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 27 4000 A40/W - 2656 I 06107894

GUELL 1 DETEK A/W IP 44 - IK07 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 53 4000 A40/W - 5585 I 06114894

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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GUELL 2.5 S/W IP 66 - IK07 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - dimmable 1-10 V 220-240 V 50/60 Hz

LED 238 3000 S/W - 25987 I 3102747

LED 230 4000 S/W - 31072 I 3115153

LED 156 4000 S/W - 21783 I 3115150

LED 156 5000 S/W - 23546 I 3115152

LED 238 4000 S/W - 29534 I 306201

LED 166 4000 S/W - 20195 I 306199

GUELL 2.5 A/W IP 66 - IK07 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - dimmable 1-10 V 220-240 V 50/60 Hz

LED 238 3000 A40/W - 25517 I 3102744

LED 166 3000 A40/W - 19096 I 3103861

LED 156 4000 A40/W 36° 21123 I 3115159

LED 238 4000 A40/W - 28464 I 306202

LED 166 4000 A40/W - 19364 I 306200

GUELL 2.5 C/I IP 66 - IK07 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

LED 238 4000 C/I - 27961 I 306210

LED 166 4000 C/I - 18999 I 306209

GUELL 2.5 C/IW IP66 - IK07 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - dimmable 1-10 V 220-240 V 50/60 Hz

LED 166 3000 C/IW - 17688 I 3103870
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Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.

GUELL CAM 2.5 A/W IP66 - IK07 - 650 °
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - dimmable 1-10 V 220-240 V 50/60 Hz

LED 230 5000 A40/W 36° 34561 I 306218
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GUELL 3
GUELL 3 S/W IP 66 - IK07 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 212 4000 S/W - 19092 I 06121294

LED 252 4000 S/W - 21524 I 06116394

LED 238 4000 S/W - 25296 I 06172894

GUELL 3 A/W IP 66 - IK07 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - dimmable 1-10 V 220-240 V 50/60 Hz

LED 238 3000 A40/W - 22944 I 06172094

Power LED - 220/240 V 50/60 Hz

LED 293 4000 A40/W - 26097 I 06118994

LED 212 4000 A40/W - 18916 I 06121494

LED 158 4000 A40/W - 16266 I 06246694

LED 238 4000 A40/W - 23778 I 06172294

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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GUELL 4 S/W IP 66 - IK07
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

LED 430 4000 S/W - 47476 I 06210094

GUELL 4 A/W IP66 - IK07
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - dimmable 1-10 V 220-240 V 50/60 Hz

LED 430 3000 A40/W - 41354 I 06210294

LED 430 5000 A40/W - 54525 I 06210494

LED 430 4000 A40/W - 43532 I 06210394

YPSILON+ SR/100 IP66 - IK06
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED 220-240 V 50/60 Hz

LED 35 4000 SR/100 - 5363 I 3103513

SKYS A/I IP 65 - IK08
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Discharge - cabled with igniter

E40 1x1000 - A60/I - - I 04000494

SKYS A/M IP 65 - IK08
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Discharge - cabled with igniter

E40 2x250/400 - A60/M - - I 04000994

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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LYRA 20 LED

KOAMAXI S/W UGR22 IP 66 - IK10 - 850°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 210 4000 S/W - 22220 I 06235094

KOA BASIC MAXI S/W IP 66 - IK10 - 850°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 246 4000 S/W - 23388 I 06229094

KOA BASIC MINI S/W IP 66 - IK10 - 850°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 125 4000 S/W - 12206 I 06229394

LYRA 20 LED SR/T2 IP 66 - IK08 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 105 4000 SR/T2 - 10028 I 06252690

LED 70 4000 SR/T2 - 7012 I 06109390

LED 35 4000 SR/T2 - 3613 I 06109690

LYRA 20 LED SR/T1 IP 66 - IK08 - 650°C
LAMPHOLDER LUMINAIRE

WATTAGE [W] KELVIN OPTIC BEAM ANGLE LUMINAIRE LUMEN
OUTPUT [lm]

COLOUR /
FINISH PART NUMBER

Power LED - 220/240 V 50/60 Hz

LED 105 4000 SR/T1 - 9179 I 06253290

LED 35 4000 SR/T1 - 3454 I 06252090

Fino ad esaurimento scorte.
L’indicazione del grado Kelvin significa che la lampada è inclusa.
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