HEDO+ FT

Area and site lighting series. Fixtures consist of:

-

Consult factory for dimming options, marine-grade,

— Multi-step powder-coat painting process, optimized custom finishes (please specify RAL color), and non- P65 ‘I‘ Q
against UV rays and corrosion. cataloged CCT (Kelvin) options including static colors. WET RAL
— Copper-free precision die-cast aluminum housingand = Consult factory for custom pre-wired factory sealed ol
top cap. cable length options. | 5
— Custom molded, anti-aging gasket(s). — Consult factory for pole information.
— High-transmittance transparent optics. — Consult factory for wall bracket accessory, multi-head
- Extra-clear, tempered, silk-screened, flat glass diffuser. pole top mounting, and other custom options.
— Stainless steel external hardware. — Product meets Buy American Act requirements within FINISHES
— Custom MCPCB utilized to maximize heat dissipation ARRA. @ BK-81/Black / Textured
and promote a long LED life. — 5-year warranty. @ AN-96/ Iron gray / Textured
= IESNAType Il light distribution. - Marine Grade finish. © GR-94/ Aluminum metallic / Textured
— IESNAType Vlight distribution. A - Suitable for Natatorium applications. () WH-87 / White / Textured
- |nput yoltag_e: 120-277V (50 / 60 Hz), integral 0-10 V ~ DarkSky approved in 3000K or below. @ RB-10/ Iron rust / Textured
dimming driver.
— Integral surge protector can withstand up to 10 kV
transient line surge.
— Pre-wired factory sealed cable for external electrical
connection included.
Lumen Output 3000K dO00K
HEDO+FT T2 W 532 ST
13
(52625mm) HEDOC+FT T2 19w o109] 2259
HEDO+FT T2 200 25 3175
HEDO+FT T2 34W 0 2571
HEDO+FT T2 400 421 4553
34
— OPAOSm) HEDO+FT T5 8w 00 oG5
HEDO+FT TS 18W 2077 2185 S h
HEDO+FT T5 25W 22 Y F:srlalfgson
VI 134 | |
st o instructions
HEDO+FT TS 42W 4924 5188
HEDO+FT TS 50w 5315 5505
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Order Guide - Hedo+ FT

Order code example

HFT-

HFT- 27-T2-AM-3K-120-NA

Wattage Optics Finish Kelvin Voltage Controls Accessories
___T2___
6 T2 AM 3K UNV NA 4"Adaptor
6 watt (T2 min) | Type 2 Aluminum 3000K 120-277v Non 4 Inch pole adaptor
Metallic Dimming
19 T5 IG 4K GFCl
19 watt Type 5 Iron Gray 4000K 0-10V Pole mounted GFCI
0-10V
27 IR Dimming BOL
27 watt Iron Rust Driver Bollard 54"
34 $K 4 Black ELV BABAA
34 watt extured Blac 120V Build America Buy
WH Line-Voltage America Act compliant
40 Textured White Dimming
40 watt (T2 max) Driver EMPK
cc Integral EMPK 18W option
XX Custom Color Only
Specify wattage
must be below
max
For more
___T5___ Options
8 Contact
8 watt (min) Factory
18
18 watt
25
25 watt
36
36 watt
43
43 watt
50

50 watt (max)

80

80W 9000Im/4K
(MOQ 15 Pieces
T5 Only)

XX

Specify wattage
must be below
max

Performance in Lighting reserves the right to make all necessary changes without prior notice.
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OPTIONAL ACCESSORIES (ordered separately)

Revision 13

POLES FOR HEDO+FT

When ordering, please specify quantity of fixtures per pole as well as installation location (city & state)

Order code example: 714 16 30 4

Pole _ Finish
Material Height Diameter Custom Options (additional characters
(ft) (in) (blank is standard) | may follow for factory
information)
714 08 30 DBx 1
Aluminum* | 8’ tall @33.0” Direct Burial** Aluminum Metallic
(x = depth below
715 10 40 grade, measured 2
Steel* 10’ tall 34.0” in feet) Black
(adaptor
716 12 required®) GFClI 3
Wood* 12’ tall integrated GFCl Iron Gray
outlet*™
14 4
14’ tall BA Iron Rust
Banner Arms**
20 (contact factory for | g
20’ tall details) White
40 BH 6
40’ tall Bullhorn arms for | cyst0m Color
double fixture (specify RAL#)
Custom
heights W1
*Based on available, Wood -
EPA and contact Caramel - smooth
wind loads, factor for
pole may gitr?qlés' **some options not | W12
need to be tricti available with wood | Wood -
tapered or s ll’leIOI’lS poles - contact Vanilla - brushed
require a app()j/ or factory for details.
tenon. Woo For more, see below
poles.

*For @4” poles, an adaptor
is required: 3111179

nne
(%4mm)

3V @80mm)
=
458 @117mm)

G4V [B105mm)

1 15
-hﬁ'&m}

Base cover shape and bolt
circle diameter (BCD) will
vary based on pole size
vendor.
factory for details related
to your project.

and

Contact

11
W2 f VANILLA HW12

W15

w3
w4
W5 NUTMEG

WOOD GRAIN FINISH OPTIONS:

oo T <
W7 w17
ws W18
W9 w19




OPTIONAL ACCESSORIES - BOLLARD DETAILS

07,08"

3x0043" RS

—

04,72

TEMPLATE/FIXING PLATE

07,08

0,039"

9395
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